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IASS Associazione Internazionale Asso99

CLASS RULES

On 29th  November 2003 at 16.00 p.m. nearby the Holiday Inn in Munich, met the ordinary meeting of the international ASSO 99 class to discuss and deliberate – in addition to other points - over the 1) CHANGES IN THE RULES .

As a result of this voting, the following changes are introduced in the class rules:
ITEM 9) SAILS – GENERAL REMARKS

b) ........ (second comma entirely replaced) All sails shall be made by a cloth whose weight and structure shall be uniform in all the fixed minimum weight zone.

All sails shall be made with panel system not larger than 1,5 metres. They cannot make use of structural continuous fibres or yarns.

d) (first comma entirely replaced) The sails shall be measured according to the recommendations of the ERS –ISAF, except the measures otherwise fixed in these Rules.

g) (entirely replaced by) Every sail shall be measured, stamped, dated and signed by a measurer in the vicinity of the tack. The sails shall be in conformity with the class rules during the measurement.

The manufacturer’s indelible mark shall be displayed on the sails in the vicinity of the tack  and shall measure no less than 15x15 cm indicating: his company, the sail number – with the exception of the 99 – the date of construction and the minimum weight of the cloth in the area according to the item 9/d gr./mq and the total weight of the sail in Kg.

The SAIL –LABEL of the class shall be displayed on every sail. It shall be signed and dated by a measurer.

h) (entirely replaced by) A UNI disk shall be displayed by the manufacturer near the tack. It shall be made by the accounted cloth in the fixed weight zone and shall be directly sewed on the sail clew, so to be easy to move, to examine, to check and to use it for a visual comparison with the accounted cloth in the fixed weight zone.

During the visual comparison, the UNI disk shall be super imposable to the accounted cloth in the fixed weight zone and it shall be of the same weft and of the same quantity of the structural yarns.

ITEM 10) MAINSAIL

g) The minimum weight of the mainsail, - battens excepted – shall not be lower than kg. 11,50.

ITEM 11) JIB

d) The minimum weight of the jib – battens included – shall not be lower than kg. 6,00.

ITEM 12) GENOA

d) The weight of the Genoa 1 shall be included between  kg. 5,70 and kg. 6,30.

e) The minimum weight of the Genoa 2 shall not be lower than kg. 7,00.

ITEM 20) TEMPORARY RULES

Notes to be added here below.

The sails measured before 2003, December 31st , can’t respect the limitations related in the previous:

· Item 9) letter b) second comma

· Item 9) letter d) first comma

· Item 9) letter g) 

· Item 9) letter h)

· Item 10) letter g)

· Item 11) letter d)

· Item 12) letter d)

· Item 12) letter e)

According to the recommendation of the IASS Rules Item 7) TECHNICAL COMMITTEE, the above mentioned changes must come into force  at 12 p.m. of  2003, December 31st .

Munich, 15th  December 2003
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